
PTZ CONTROL CONSOLE CASE SPECIFICATIONS

PTZ CONTROL CONSOLE

The PTZ Control Console is a portable high

definition video recorder and controller

for a ROS PTZ Camera. It features a HD

monitor, a hot swappable drive DVR, text

and voice overlay, and Ethernet making it

ideal for on-the-go jobs. The PTZ Console

has a one year warranty.
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Main Console 
Power input 120 VAC 50/60Hz (2X 5A fuse)

Video input ROS’ PTZ Camera, HD Camera, and Positioner product offering

Main Monitor (Daylight Monitor) with Text Overlay

Display
Screen Size 18.5"

Resolution 1080i

HD-Recorder with Text and Audio Overlay

Touchscreen
Screen Size 5"

Resolution 720p

Video output Resolution 1080i

HDD 2.5" HDD 1 TB 7200 RPM

Recording hours Max 10 hours of Apple ProRes HQ

Audio input SDI 12 channels + 2 analog channels 2 Vpeak with gain controls

Audio output SDI 12 channels + headphone / line-out 2 Vpeak for onboard review

Batteries 4 - 12 hours

Ethernet Video Server with Text Overlay
Network interface Ethernet 10 / 100 Base-T (Rj-45)

Network protocol TCP/IP, UDP, Multicast, DHCP, SMTP, Http, SNMP, RTP, RTSP

Video ouput
Bit rate 32 ~ 10,240 Kbps

Resolution 1080i


